
Filter Dryers for Refrigerators - Model 1

Diameter (A) Length (L) ØInternal (D1) Øinternal (D2) Desiccant (g) Application

3/4" (19,05 mm) 4,80" (122 mm) 5,00 mm 6,55 mm 13,5 -

3/4" (19,05 mm) 3,86" (98 mm) 5,00 mm 6,55 mm 10 -

5/8" (15,87 mm) 3,27" (83 mm) 5,05 mm 2,20 mm 5 -

3/4" (19,05 mm) 3,86" (98 mm) 5,00 mm 6,55 mm 10 -

3/4" (19,05 mm) 5,47" (139 mm) 5,00 mm 6,55 mm 17 -

5/8" (15,87 mm) 3,27" (83 mm) 5,05 mm 2,20 mm 5 -

3/4" (19,05 mm) 3,94" (100 mm) 5,00 mm 6,55 mm 10 -

3/4" (19,05 mm) 3,94" (100 mm) 5,00 mm 6,55 mm 10 -

3/4" (19,05 mm) 3,86" (98 mm) 5,00 mm 6,55 mm 10 -

3/4" (19,05 mm) 4,80" (122 mm) 5,00 mm 6,55 mm 14,5 -

FILTER DRYERS FOR REFRIGERATION SYSTEMS

Bundy manufactures high quality filter dryers in various dimensions for 
application in refrigerators and air conditioning units. All filter dryers are 
engineered to applicable standards to meet the quality and performance 
manufacturers rely on.

DIMENSIONS - FILTER DRYER



Filter Dryers for Refrigerators - Models 2 and 3

Compatible with all refrigerant gases

Diameter (A) Length (L) Øexternal (D1) Øexternal (D2)  Desiccant (g) Type

3/4" (19,05 mm) 4,61" (117mm) 5/16" (7,94 mm) 3,50 mm 15 MODEL 2

3/4" (19,05 mm) 3,07" (78 mm) 1/4" (6,35 mm) 3/16" (4,76 mm) 5 MODEL 2

3/4" (19,05 mm) 2,76" (70 mm) 1/4" (6,35 mm) 3/16" (4,76 mm) N.A. MODEL 3

3/4" (19,05 mm) 3,94" (100 mm) 1/4" (6,35 mm) 3/16" (4,76 mm) 6,5 MODEL 3

3/4" (19,05 mm) 3,94" (100 mm) 1/4" (6,35 mm) 3/16" (4,76 mm) 7 MODEL 2

3/4" (19,05 mm) 2,76" (70 mm) 1/4" (6,35 mm) 3/16" (4,76 mm) N.A. MODEL 2

3/4" (19,05 mm) 4,33" (110 mm) 1/4" (6,35 mm) 3/16" (4,76 mm) 10 MODEL 2

Bundy Refrigeration’s filter dryers are engineered in a modern 
manufacturing cell under a controlled environment.

Filter dryers are composed of copper tube, a retention sieve, filter 
element, and a desiccant that is compatible with the type of gas the 
customer deploys.

Its main function is to retain moisture, solid particles and other foreign 
elements present, thus keeping the cooling system clean.

To guarantee its functionality, the absorption capacity and moisture 
content are controlled through rigorous quality tests in the laboratory.
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BUNDY REFRIGERATION

Centrum House
38 Queen Street Glasgow
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For info and inquiries:
T: +39 0143 638670

e: info@bundyrefrigeration.com
w: www.bundyrefrigeration.com

We are the name behind the world’s leading refrigeration appliances
Bundy delivers safe, high-quality, technology-driven heat transfer and fluid-carrying components 

to meet the demands of global brands in the refrigeration and household appliance industry. Every 

day, Bundy know-how puts more than 60 years of experience to work. With facilities throughout 

Europe and the Americas, Bundy serves the needs of an industry the world relies on.

B R A Z I L     |    T U R K E Y     |    G E R M A N Y     |    H U N G A R Y     |     I T A L Y

**Quantity of desiccant can be produced on demand


